Oil maintenance (C Markets®)
911 (991) / 718 Boxster / Cayman (982)
as of 2017 model

Name Date

Licence No. Mileage

Vehicle Ident. No. Order No.:

Oil maintenance According to fixed service interval indicator, at the latest after 10,000 km/6,000 mis or 1 year
Note If the mileage for the oil change is not reached, an oil change must be carried out after one

year at the latest.

The term 'checking' includes all necessary subsequent work, such as adjustments,
readjustments and corrections, but does not include repairs, replacements or overhaul of parts
or assemblies.

Every 10 tkm/6 tmis or 1 year
Every 20 tkm/12 tmls or 4 years

e | 718 Boxster / Cayman (982)

Measures §,
Drain engine oil °
Change oil filter e | o
Underbody panels: visual inspection for completeness, secure installation and damage o | o
Visual inspection for leaks from underneath (oils and other fluids) o o
% Tyres: check condition o o
§ Brake lines: visual inspection for damage, routing and corrosion o o
o § Brake hoses: visual inspection for damage o o
Fill in engine oil o o
Replace spark plugs o | o
Reset maintenance interval o | o
All headlights: check adjustment °
Signature (mechanic):
* For country allocation, see overview of A, B and C markets Copyright by
Carry out depending on mileage/age (Please tick) Dr. Ing. h. c. F. Porsche AG
Relevant model line Vetrieb After Sales Technik 09/16
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